
PRODUCT DESCRIPTION
Give your Lumiere Light Wall® a more complete look with 
the new Bridge. The Bridge, equipped with two LED ceiling 
lights, connects two Lumiere’s together to make an archway 
effect. Connector pieces, a customized SEG stretch fabric 
graphic and a travel bag are included. 

DISPLAY DIMENSION 30.5 ″ W x 88.25″ H x 8″ D

GRAPHIC DIMENSIONS
1 PIECE GRAPHIC 47″ W x 89″ H

(Main Graphic + End Caps)

BACK BLOCK OUT 31″ W x 88.5″ H

GRAPHIC MATERIAL
Stretch Fabric

GRAPHIC FINISHING

Silicone beading is sewn around the perimeter of the fabric 
graphic. Silicone beading is hidden from view once installed. 

DISPLAY CONSTRUCTION
Aluminum Frame

LED DRIVER SPECIFICATION
OUTPUT DC24V - 52V/ 280mA ± 0.5%

INPUT AC90-265V 50/60Hz

SHIPPING WEIGHTS & DIMENSIONS
Shipping Weight 26 lbs (frame only)

28 lbs (with graphics)
Shipping Dimensions 34″ L x 14.5″ W x 9″ H

LARGE QUANTITY FREIGHT 
Freight Shipping 15 boxes per 48″ L x 40″ W x 48″ H skids

Freight Weight 216 lbs (frame only)
264 lbs (with graphics)

GRAPHIC TURN AROUND TIME 
2 business days after proof approval 

AVAILABILITY CA

LUMIÈRE LIGHT WALL® BRIDGE
PRODUCT CODE: LLW-BRIDGE
LUMIÈRE LIGHT WALL®

On frame On graphic

Note:  Lumière frames are not included in this accessory package.



Qty 1 - Pop Up Frame Qty 4 - 1 Section Channel BarsQty 4 - 3 Section Channel Bars

PARTS LIST

Qty 4 - End Cap Channel Bars

Qty 1 - Bridge Connector Case 
(Includes 6 Connectors)

*Qty 2 - Ceiling LED Panel Lights

Qty 1 - Channel Bar Bag

*Qty 2 - LED Driver

Qty 1 - Travel Bag

LUMIÈRE LIGHT WALL® BRIDGE
LUMIÈRE LIGHT WALL®
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*Optional Ceiling Lights for Lumiere Bridge.
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SET UP INSTRUCTIONS 1/3
Set Up Pop Up Frame

Insert Channel Bars

a. Pull the frame out of the bag. b. Expand the frame.

c. Then insert the remainder of the beading.

c. Slightly expand the frame again to set up 
the Channel Bar connection.

b. Install the end cap graphics on each side 
of the frame.

a. Expand each Channel Bars. 
Follow bungee to connect.

b. Attach channel bars to frame. c. Slide Channels Bars onto the 
frame, from top to bottom, then 
secure onto metal peg.

d. Attach the End Cap Channel 
Bars on each side of the frame.

Install One Piece Graphic

Install Back Blockout

a. In each corner, insert the silicone edge 
beading into the groove.

a. Flip the frame over. In each corner, insert the silicone edge beading 
into the groove.

b. Then insert the remainder of the beading.
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Connect Bridge Connectors To Frame

Build Arch

a. Use Bridge Connectors for 
Bridge frame.

b. Place the connector onto the 
upper section of the Channel Bar.

c. Place the Bridge on top of the distant 
displays by sliding onto the Channel Bars 
of both frames with the Bridge Connectors. 
Check each side of the displays that are 
evenly flushed together.

a. Before connecting the Bridge onto each 
side of the displays, partially remove both 
of the top graphics of the displays. 

a. Connect the LED Driver cord 
and the top Ceiling LED Panel 
Light cord together. 

b. Locate the pre-cut holes. c. Partially remove one side of the 
graphic end caps. 

d. Then place the Ceiling LED 
Panel Light inside the Bridge frame. 
On each side of the Ceiling Light 
panels, placed them on top of the 
Channel Bars at each end. Repeat 
for other LED Panel Light.  

b. In order to build the arch, the displays 
must be evenly parallel and distant from 
each other. Make sure there is enough 
room to install the bridge. 

c. Turn the dial to the right to lock 
the connector.

d. Repeat for the other connectors 
and other end of frame. Make sure 
each connectors are spread apart. 

Insert Ceiling LED Panel Lights

SET UP INSTRUCTIONS 2/3
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Insert Ceiling Lights (continuing)

e. Make sure the Ceiling Light is 
centered and aligned with the pre-
cut hole. 

h. Install the end cap graphics. 
Lumiere Bridge is complete. 

f. Insert the LED Driver power cord 
in the open loose top graphic. 

g. Pull out the end of the power 
cord from the backside of the frame. 

NOTE: Extension power cord is 
needed to plug the LED Driver 
power cord (Extension Cord NOT 
included in package). 

SET UP INSTRUCTIONS 3/3

Complete Installation
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